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WOOD STRUCTURE

4x8x16 32.5 lbs 108/Pallet
4x12x12 39 lbs 96/Pallet
4x12x18 58.5 lbs 64/Pallet
4x16x16 67.5 lbs 54/Pallet
4x18x18 81 lbs 36/Pallet

2x8x8 10 lbs 312/Pallet
4x8x8 17.5 lbs 216/Pallet

6x6 1 lb 48/Box

Use as a Shim between the Pile Cylinder and 
the house slab in press file leveling.

Used as shim block for under slab leveling.

Use for below or above grade house leveleing

High strength mix used for deeper drives in 
harder ground.

*Hole is tapered from 3/4” to 1 1/4”

High Strength mix for extra PSI conditions such 
as deeper drives or harder ground.

Inverted and placed on top of the Pile Cylinder 
in the final process of leveling the house slab.

In conditions where the soil calls for better 
alignment methods. The holes in cylinder and 
block products are used to accommodate a 
#4 rebar.

Durable plastic coupling designed to mechanically -
connect the cylinders end to end. This 
will ensure the cylinders will maintain straight, 
vertical position as it is driven in the ground.

8x8x8 20 lbs 144/Pallet 8x8x16 76 lbs 60/Pallet
8x8x12 55 lbs 64/Pallet

8x8x8 37.5 lbs 96/Pallet

1/8x3x4 68 lb Bag 18 Bags/Pallet
1/4x3x4 68 lb Bag 18 Bags/Pallet
1/2x3x4 68 lb Bag 18 Bags/Pallet

6” (To receive a 6” Cylinder) 76 lbs 52/Pallet
8” (To receive a 8” Cylinder) 105 lbs 30/Pallet

20’ Lengths (#4, #5 or #6)

Premium Concrete Mix (5,000 PSI)

80 lb Bag 42 Bags/Pallet

Utility Concrete Mix (4,000 PSI)

80 lb Bag 42 Bags/Pallet

BRICK VENEEREXISTING FOUNDATION

EXISTING GRADE

BEDROCK OR LOAD BEARING STRATA

STEEL SHIMS

CONCRETE CYLINDERS

DEPTH
(AS REQUIRED)

CONCRETE CYLINDERS 

CONCRETE CAP

SOLID HEAVYWEIGHT PAD

HALF HOLLOW HEAVYWEIGHT

8” DOUBLE JAM HEAVYWEIGHT

Use between cylinder and slab. Used as a cap.

8x8x16 39 lbs 72/Pallet

8” S OLID HEAVYWEIGHT

This unit is used for leveling and lifting homes 
and building structures, using pier and beam 
system.

8x8x12 80 lbs 52/Pallet

SOLID PILE DRIVE CYLINDERS

6x10 (3/4” Hole) 23 lbs 96/Pallet
6x10 (Solid) 23 lbs 96/Pallet
6x12 (3/4” Hole) 28 lbs 96/Pallet
6x12 (3/4” Oval Hole) 28 lbs 96/Pallet
6x12 (1 1/4” Hole) 28 lbs 96/Pallet
6x12 (Solid) 28 lbs 96/Pallet
8x12 (3/4” Hole) 47 lbs 48/Pallet
8x12 (Solid) 47 lbs 48/Pallet

HP SOLID PILE CAP (Trapezoidal)

REINFORCING BAR

BAGGED GOODS

PILE GUARD ALIGNMENT COUPLING

STEEL SHIMS (Random Sizes)

HP SOLID HALF BLOCK

HP SOLID 8” BLOCK (With or Without Hole)*

HP SOLID CYLINDER SHIMS

PILE GUARD 
ALIGNMENT COUPLING

WOOD STRUCTURE

Concrete Pile Drive Leveling System
Best Block is a leading manufacturer of concrete products for the foundation 
repair industry. Our professionalism and manufacturing experience offers our 
customers quality service and a product they can rely on in the field. Our cylinders 
and foundation products are comprised of the highest quality materials and 
are regularly psi tested by engineers at quali ied testing laboratories. Best Block is 
also a major sponsor and active member of the Foundation Repair Association. 
From concrete cylinders to steel shims, we are able to supply your company with what 
is needed for a successful project. We have a vast inventory of foundation products 
in stock and can drop ship anywhere in the United States.
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WOOD STRUCTURE

4x8x16 32.5 lbs 108/Pallet
4x12x12 39 lbs 96/Pallet
4x12x18 58.5 lbs 64/Pallet
4x16x16 67.5 lbs 54/Pallet
4x18x18 81 lbs 36/Pallet

2x8x8 10 lbs 312/Pallet
4x8x8 17.5 lbs 216/Pallet

6x6 1 lb 48/Box

Use as a Shim between the Pile Cylinder and 
the house slab in press file leveling.

Used as shim block for under slab leveling.

Use for below or above grade house leveleing

High strength mix used for deeper drives in 
harder ground.

*Hole is tapered from 3/4” to 1 1/4”

High Strength mix for extra PSI conditions such 
as deeper drives or harder ground.

Inverted and placed on top of the Pile Cylinder 
in the final process of leveling the house slab.

Durable plastic coupling designed to mechanically -
connect the cylinders end to end. This 
will ensure the cylinders will maintain straight, 
vertical position as it is driven in the ground.

8x8x8 20 lbs 144/Pallet 8x8x16 76 lbs 60/Pallet
8x8x12 55 lbs 64/Pallet

8x8x8 37.5 lbs 96/Pallet

1/8x3x4 68 lb Bag 18 Bags/Pallet
1/4x3x4 68 lb Bag 18 Bags/Pallet
1/2x3x4 68 lb Bag 18 Bags/Pallet

6” (To receive a 6” Cylinder)   76 lbs   52/Pallet
8” (To receive a 8” Cylinder)   105 lbs   30/Pallet

Premium Concrete Mix (5,000 PSI)

80 lb Bag        42 Bags/Pallet 

Utility Concrete Mix (4,000 PSI)

BRICK VENEEREXISTING FOUNDATION
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BEDROCK OR LOAD BEARING STRATA

STEEL SHIMS

CONCRETE CYLINDERS

DEPTH
(AS REQUIRED)

CONCRETE CYLINDERS

CONCRETE CAP

SOLID HEAVYWEIGHT PAD

HALF HOLLOW HEAVYWEIGHT

8” DOUBLE JAM HEAVYWEIGHT

Use between cylinder and slab. Used as a cap.

8x8x16 39 lbs 72/Pallet

8” S OLID  HEAVYWEIGHT

This unit is used for leveling and lifting homes 
and building structures, using pier and beam 
system.

8x8x12 80 lbs 52/Pallet

SOLID PILE DRIVE CYLINDERS

6x10 (3/4” Hole) 23 lbs 96/Pallet
6x10 (Solid) 23 lbs 96/Pallet
6x12 (3/4” Hole) 28 lbs 96/Pallet
6x12 (3/4” Oval Hole) 28 lbs 96/Pallet
6x12 (1 1/4” Hole) 28 lbs 96/Pallet
6x12 (Solid) 28 lbs 96/Pallet
8x12 (3/4” Hole) 47 lbs 48/Pallet
8x12 (Solid) 47 lbs 48/Pallet

HP SOLID PILE CAP  (Trapezoidal)

BAGGED GOODS

PILE GUARD ALIGNMENT COUPLING

STEEL SHIMS (Random Sizes)

HP SOLID HALF BLOCK

HP SOLID 8” BLOCK  (With or Without Hole)*

HP SOLID CYLINDER SHIMS

PILE GUARD
ALIGNMENT COUPLING

WOOD STRUCTURE

Foundation Repair Products & Accessories
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80 lb Bag        42 Bags/Pallet 



www.bestblock.com

Committed to serving specifiers, contractors and installers 
across the country, Best Block manufactures the highest 
quality line of architectural and standard block as well as 
segmental retaining walls on the market. Offering products 
in a wide array of shapes, sizes, colors, textures and 
finishes, Best Block delivers strength, beauty and function 
to any residential or commercial project. A QUIKRETE 
Company, Best Block is a one-stop-shop for customers 
with advanced formula pre-blended mortars and grouts 
available through Spec Mix and QUIKRETE. Turn to Best 
Block for your next masonry project

A L L E Y T O N

D A L L A S

P A L E S T I N E

H O U S T O N

S A N  A N T O N I O

A U S T I N

B A T O N  R O U G E

SOUTH TEXAS:

ALLEYTON PLANT & OFFICE 
2088 FM 949 - Alleyton, TX 78935 
(713) 393.3395 or (888) 464.9341

SAN ANTONIO PLANT & OFFICE
2233 Ackerman Road - San Antonio, TX 78219

(210) 666.4989 or (888) 464.2399

EAST HOUSTON PLANT & OFFICE 
10538 Beaumont Hwy - Houston, TX 77078

(713) 672.7531

WESTERN BRICK OFFICE
7620 Washington Avenue - Houston, TX 77007

(713) 861.1751

AUSTIN-MPI
North Austin: 835 Kramer Lane - Austin, TX 78758

(512) 821.3303 or (800) 796.7707

South-Central Austin: 4213 Todd Lane - Austin, TX 78744
(512) 735.1000

NORTH TEXAS:

DALLAS PLANT & OFFICE
2202 Chalk Hill Road - Dallas, TX 75212 
(972) 263.5077 or (888) 202.9272

PALESTINE PLANT & OFFICE
2500 West Regan - Palestine, TX 75802 
(903) 729.2217 or (800) 594.7967

LOUISIANA:

SOUTHLAND BLOCK (PLANT & SALES 
4747 Choctaw Drive - Baton Rouge, LA 
70805 (225) 355.3312




